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GENERAL NOTES

/ / : - / f . MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR UTILIZING MDSHA

STANDARD TYPICALS FOR TRAFFIC CONTROL. .

- THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. '
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.
THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL CABLES.
ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL
CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATION.
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'CONSTRUCTION DETAILS

REMOVE EXISTING TRAFFIC SIGNAL HEAD AND

INSTALL NEW LED TRAFFIC SIGNAL HEAD IN EXISTING LOCATION
INSTALL OVERHEAD SIGN ON EXISTING STRAIN POLE

INSTALL NEW LED SIGNAL HEAD MODULES a

INSTALL NEW LED TRAFFIC SIGNAL HEAD ON EXISTING STRAIN POLE
REMOVE GOVERHEAD SIGN

A.
B.
C.
E.
F. USE EXISTING SPAN WIRE
G. USE EXISTING POLE MOUNTED CABINET STATE OF MARYLAND
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